
Production of biogas 

from corn 



Overview of the experiment 

 
 

  

  1.  Fermentation  

2.       Quantitative determination of gas  

  3.  Qualitative determination of gas 



Security advice 

• In this experiment you are working 

with living cultures and flamable 

gases. 

 Wear  a labcoat, gloves, safety 

glasses and desinfect your 

hands after the experiment! 



1. Fermentation  



1. Fermentation 

1.1     Fill 90%of the fermenter with the inoculum.       
 Close the fermenter and check if it’s 

          gas-proof. 
  The incolum consists of corn with living microorganisms.  



 
 

1. Fermentation  

1.2 Set the temperature of the fermenter to 50°C. 

 Set the rotation speed to 200 turns per minute. 

 



 

 

1. Fermentation 

1.3     Add glucose so that the concentration at the 

          beginning of the fermentation amounts 10 g/l. 

  
   



Note  

 

 

Attention!  

The biogas production only takes 

place under anaerob conditions, that 

means the fermenter has to be sealed 

gas-proof! 
 



Task 1  
 

 

Mesure the concentration of the 

glucose every 30 minutes. 
 



 

 

2. Quantitative 

determination of biogas with 

a glas syringe 



 

 

2. Quantitative determination 

of biogas 

2.1  Link the gas syringe to the fermenter  

          and check if it‘s gas-proof. 



 

 

2. Quantitative determination of 

biogas  

  Do this  by pulling  the „Kolben“.  

“Kolben” 



Task 2  
 

 

 
 

Read the amount of the produced 

gas from the scale of the gas 

syringe. Do this every 30 minutes 

and represent the production rate 

in a graph.  



 

 

3. Qualitative determination of 

biogas 



     
 3.1  Quick test if produced gas is flammable  

 

 

  

3. Qualitative determination of 

biogas 

Film 
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   3 

1. Biogas flame 

 

2. syringe 

 

3. flame 

 

 

 

Feuerprobe.mp4


Task 3  
 

 

Test the ability to burn of the 

produced gas by using a syringe to 

put it into a flame. 
 

 

 

 

Feuerprobe.mp4


     
  

 

 

3. Qualitative determination of 

biogas 

 3.2  Chemical reaction of  CO2 with a mixture of NaOH 

  and Ca(OH)2 

 

 

1. Gas-syringe I 

 

2. NaOH & Ca(OH)2 

 

3. Gas-syringe II 

 

 

        1         2        3 



     
 Clean the equipment with helium.  

 

 Use the glas syringe to put out 100 ml biogas            

           of the fermenter.  

 

 

 

 

3. Qualitative determination of 

biogas 



 

 Fill 100 ml biogas 

slowly through the    

U-pipe 3 to 5 times 

until the volume stays 

constant.  

 

 Now read the amount 

of the chemical 

bound CO2 from the 

scale of the glas 

syringe.  
 

Task 4 

40% loss 



 

 Complete the following chemical reactions: 
 

 NaOH + CO2        

 

 Ca(OH)2 + CO2   

  

 

 

Task 5 

NaHCO3 

CaCO3+H2O 



3. Qualitative determination of 

biogas 

 3.3  Gas chromatography  

  



 

 Inject 0,5 ml of the produced biogas in the 

gas chromatograph and analyse the 

chromatogram. 
  

 

 

Task 6 



3. Qualitative determination of 

biogas 
 3.3   Gas chromatography  

 3.3.1  Conditions for separation  
 

 CO2 and CH4  flows with helium as mobile Phase (carriere gas) 

through the column. 

 This contains silicon oil as stationary phase and therefore is 

non polar.  

 CH4 is more polar as CO2 and therfore stays shorter in the 

column.  

 

Animation 

 

 

Animation GCnnneeeu.pps


3.3.2 Start the computer program AK Analytik.   

3. Qualitative determination of 

biogas 



3.3.3 Detection Princip 
 Gases have a different thermal                   

conductivity. 

 The detector changes its temperature                         

when the gases go through it because of their 

different thermal conductivity   

 The electical conductivity depends on the 

temperature of the metal: The hotter the metal is, the 

lesser the conductivity is. 

 This  voltage change is shown as a peak on the 

chromatograph. 

  

Animation 

3. Qualitative determination of 

biogas 
 

 

 

F:/EDGARD/Datafrisch/Prinzip der Detektion - Kopienn.ppsx
Prinzip der Detektionggg.pps


3.3.4 Evaluate the results with the help of the            

program as shown on the next slide. 

3. Qualitative determination of 

biogas 



3.3.4  Evaluate the results (click on „Auswerten“ as 

shown) 

3. Qualitative determination of 

biogas 

1. „Auswerten“ 

 

2. GC Hand-Integration 



3.3.4 Evaluate the results.  

3. Qualitative determination of 

biogas 

3. Peak evaluation   



3.3.4 Evaluate the results. 

3. Qualitative determination of 

biogas 


